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Introduction 

SA Solutions – Acoustic Baffle Box – AIRBLOC ‐ can be manufactured using various plasterboard types from the main recognised 
manufacturers, British Gypsum, Knauf & Siniat Companies.  AIRBLOC acoustic baffle boxes are made to a client’s specific order 
requirements that once fitted sit within individual wall and partition system to provide a greater level of sound insulation. 

Product description 

AIRBLOC material consists of an aerated gypsum core encased in and firmly bonded to, strong paper liners. 

Board Performance  

Fire Protection 

Plasterboard linings provide good fire protection owing to the unique 
behaviour of the non‐combustible gypsum core when subjected to 
high temperatures.  For the purposes of the national Build 
Regulations, plasterboard is designated ‘material of limited 
combustibility’ (Approved Document B). 

The surfaces of AIRBLOC are designated Class O (for the purposes of 
national Building Regulations). 

Please refer to the table below:‐ 

Effect of temperature 

AIRBLOC is unsuitable for use in areas subject to continuously damp 

or humid conditions and must not be used to isolate dampness.  

Plasterboards are not suitable for use in temperatures above 49°C, 

but can be subjected to freezing conditions without risk or damage. 

Application & installation 

General 

It is important to observe appropriate health and safety legislation 

when working on site i.e. personal protective clothing and equipment 

etc.  The following notes are intended as general guidance only.  In 

practice, consideration must be given to design criteria requiring 

specific project solutions. 

Fixing  

AIRBLOC acoustic baffle boxes are fixed temporarily using the integral 

Magbloc technology within each element this allows the AIRBLOC to 

connect allowing the fixer to align and position easily to allow the  

mechanical fix  

Product Standards 

EN520:2004,A1:2009 Gypsum Plasterboards, definitions, 
requirements and test methods 
Type D: Gypsum plasterboard with control density. 
These boards have a controlled density, with a face to which suitable 

gypsum plasters or decoration may be applied.  This enables 

improved performance in certain applications to be obtained. 

Effect of condensation 

The thermal insulation and ventilation requirements of national 
Building Regulations to reduce the risk of condensation and mould 
growth in new buildings.  However, designers should take care to 
eliminate all possibility of problems caused by condensation, 

particularly in refurbishment projects. 
Board Colour 

Board printing 

Face – screw centre markings ‘x’ 
Edge – product code, EAN number 
Board thickness x width x length, edge type 
Reverse‐ standard and certification 

Board Range 

Width mm  Length mm  Edge Type 
12.5 mm Board 
1200 

2400, 2700, 
3000 

Kg/M² = 10.6 R (m²K/W= 0.05 
T/E 

15mm Board  
1200 

2400,2700, 
3000 

Kg/M² = 12.6 R (m²K/W= 0.06 
T/E 

T/E Tapered Edge 

Board types  

T/E – with Gyproc jointing materials for taped and filled joints or 
application of Thistle Board Finish or Thistle Multi‐Finish Plaster 
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Blue or Pink Face paper

Reverse side paper


